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ABSTRACT
We present the data processing pipeline to generate calibrated data products from the Spectral
and Photometric Imaging Receiver (SPIRE) imaging Fourier Transform Spectrometer on the
Herschel Space Observatory. The pipeline processes telemetry from SPIRE observations and
produces calibrated spectra for all resolution modes. The spectrometer pipeline shares some
elements with the SPIRE photometer pipeline, including the conversion of telemetry packets
into data timelines and calculation of bolometer voltages. We present the following fundamen-
tal processing steps unique to the spectrometer: temporal and spatial interpolation of the scan
mechanism and detector data to create interferograms; Fourier transformation; apodization;
and creation of a data cube. We also describe the corrections for various instrumental effects
including first- and second-level glitch identification and removal, correction of the effects
due to emission from the Herschel telescope and from within the spectrometer instrument,
interferogram baseline correction, temporal and spatial phase correction, non-linear response
of the bolometers, and variation of instrument performance across the focal plane arrays.
Astronomical calibration is based on combinations of observations of standard astronomical
sources and regions of space known to contain minimal emission.
Key words: methods: data analysis – space vehicles: instruments – techniques: spectroscopic.
1 IN T RO D U C T I O N
The Spectral and Photometric Imaging Receiver (SPIRE;
Griffin et al. 2010) Fourier Transform Spectrometer (FTS) is a
 Herschel is an ESA space observatory with science instruments provided
by European-led Principal Investigator consortia and with important partic-
ipation from NASA.
† E-mail: trevor.fulton@uleth.ca (TF); ivan.valtchanov@sciops.esa.int (IV);
r.hopwood@imperial.ac.uk (RH)
sub-mm imaging spectrometer that operated on board the Her-
schel Space Observatory (Pilbratt et al. 2010) between 2009 May
and 2013 April. In an FTS, the incident radiation is separated
by a beam splitter into two beams that travel different optical
paths before recombining. A moving mirror changes the optical
path difference (OPD) between the recombining beams. The de-
tector signal measured as a function of OPD is known as the
interferogram, which is the inverse Fourier transform of the ra-
diation incident on spectrometer and includes contributions from
the telescope, the instrument, and the source spectrum. The spec-
trum is computed by Fourier transformation of the measured
C© 2016 The Authors
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Figure 1. Astronomical footprint of the SPIRE detector arrays for the im-
age sampling modes (SPIRE Handbook 2016). (a) sparse spatial sampling,
(b) intermediate, and (c) full sampling (see Table 2). SSW detectors are rep-
resented by the small circles, SLW detectors are represented by the larger
circles. The single large circle in each plot represents the 2 arcmin diameter
field of view that is covered by the unvignetted detectors.
interferogram. The design of the FTS is described in more de-
tail in Ade, Hamilton & Naylor (1999), Dohlen et al. (2000), and
Swinyard et al. (2010).
This paper describes the pipeline processing steps necessary to
convert the measured interferogram signal into a calibrated astro-
nomical spectrum. The operation and calibration of the instrument
is described in the SPIRE Handbook (2016) and by Swinyard et al.
(2014). This paper describes in detail the algorithms used for each
pipeline step and provides a thorough description of the end-to-end
processing of the FTS data. Section 2 briefly summarizes the ob-
serving modes of the instrument, as they are relevant to the pipeline.
Section 3 introduces the pipeline in terms of three data domains: the
time domain (processing timelines from the detectors), the interfer-
ogram domain (signal in terms of OPD position), and culminates in
the spectral domain. Each step of the pipeline is then described in
detail. Section 5 presents the conclusions and lessons learned. The
pipeline described here has been implemented in JAVA as part of the
Herschel Interactive Processing Environment (HIPE; Ott 2010).
2 O B S E RV I N G M O D E S O F T H E S P I R E FT S
The SPIRE FTS contains two bolometer detector arrays: the Short
Wavelength array (SSW), nominally covering the spectral range be-
tween 958 and 1546 GHz (313–194 μm), and the Long Wavelength
array (SLW) that covers the range from 447 to 990 GHz (671–
303 μm). The two detector arrays overlap on the sky as shown in the
FTS footprint in Fig. 1(a). The outer ring of detectors is partially vi-
gnetted by the instrument aperture and so the nominal ‘unvignetted’
field of view of the instrument has a diameter of 2 arcmin. The inter-
ferograms are produced by scanning the spectrometer mechanism
(SMEC), the moving mirror that modulates the OPD. SPIRE also
contains a Beam Steering Mirror (BSM) which is used to redirect
the beam for mapping observations.
Observations with the SPIRE FTS were designed using astro-
nomical observation templates (AOTs), which are described in de-
tail in the SPIRE Handbook (2016). Each observation consists of
a number of simple operations, such as configuring the instrument,
Table 1. SPIRE spectrometer spectral resolution options.
Spectral Scan length Spectral resolution
resolution (OPD) (cm) (GHz) (cm−1)
Low 0.60 24.98 0.83
High 12.56 1.198 0.0398
Table 2. SPIRE spectrometer spatial sampling options.
Spatial Number of positions Pixel size
sampling Tel. BSM Total SSW SLW
(arcsec)
Single, sparse 1 1 1 N/A N/A
Single, intermediate 1 4 4 19.0 35.0
Single, full 1 16 16 9.5 17.5
Raster, sparse n 1 n 38.0 70.0
Raster, intermediate n 4 4n 19.0 35.0
Raster, full n 16 16n 9.5 17.5
initialization, and science data taking. These operations are referred
to as ‘building blocks’. The science data building block is the one
used by the FTS pipeline and is defined as a set of equal-length
scans of the SMEC at a single pointing position of the Herschel
telescope and BSM. The spectral resolution is determined by the
maximum OPD, which is determined by the displacement of the
SMEC. The spectral resolution options available to observers are
shown in Table 1.
The spatial sampling of the observation depends on the number
of FTS footprint positions, which are selected by moving the BSM
in a predefined jiggle pattern. The simplest ‘sparse’ observation
consists of a single BSM position, and leads to detectors separated
by two beam widths on the sky (Fig. 1). A list of the spatial sampling
options available is given in Table 2 and shown in Fig. 1. In addition
to jiggling the BSM, the Herschel telescope could also be moved
to cover a wider area with a raster pattern. The number of Herschel
telescope pointing positions, n, depended on the observing area
requested and was limited by the maximum observing time for an
observation (18 h; see SPIRE Handbook 2016).
The sensitivity of an observation was governed by the number of
scan repetitions requested by the observer. Each repetition is a pair
of forward and reverse SMEC scans and all repetitions at a particular
jiggle and telescope position make up one science building block.
3 SPI RE SPECTROMETER PI PELI NE
The SPIRE spectrometer data processing pipeline consists of six
major processing groups as shown in Fig. 2.
(i) Common photometer/spectrometer processing modules.
These processing steps are common to both the SPIRE spectrometer
and photometer pipelines (Dowell et al. 2010).
(ii) Modify timelines. These processing modules perform opera-
tions on detector signals that are time dependent. The descriptions
of the modules in this category are presented in Section 3.1.
(iii) Create interferograms. This processing step merges the time-
lines of the spectrometer detectors and spectrometer mechanism
to produce interferograms. This step produces a Level-1 Spec-
trometer Detector Interferogram (SDI) product and is described in
Section 3.2.
(iv) Modify interferograms. The processing modules in this group
perform operations on the SDI. These operations differ from those
in the ‘Modify timelines’ group in that they are designed to act on
MNRAS 458, 1977–1989 (2016)
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Figure 2. SPIRE FTS data processing block diagram.
signals that are a function of OPD rather than signals that are a
function of time. These processing modules are described in Sec-
tion 3.3.
(v) Transform interferograms. This processing step transforms
the interferograms into a set of spectra. This step is described in
Section 3.4.
(vi) Modify spectra. The processing modules in this group per-
form operations on spectra. The steps in this category combine to
produce a Level-2 Spectrometer Detector Spectrum (SDS) product
and are described in Section 3.5.
3.1 Detector timeline modifications
After application of the processing steps common to both the pho-
tometer and spectrometer detectors (Dowell et al. 2010), the raw
samples for each one of the 66 spectrometer detectors, denoted i,
have been converted into rms voltage timelines, Vrms − i(t). These
quantities are contained in the Level 0.5 Spectrometer Detector
Timeline (SDT) product.
The processing modules described in the following sections are
applied to the timelines for each spectrometer detector. Each of
the processing steps contained in this processing block (see Fig. 3)
accepts a Level-0.5 SDT product as input and delivers an SDT
product as output.
Figure 3. Timeline modification section of the SPIRE spectrometer build-
ing block pipeline.
3.1.1 First level deglitching
The first level deglitching task is used to remove the effects of
cosmic ray hits on the detectors (see Fig. 4). Strong glitches must
be removed at the beginning of the pipeline as their effect can be
spread into neighbouring data samples by some of the downstream
pipeline tasks (in particular, the time-domain phase correction or the
baseline correction). If a glitch remains untreated, its effect on the
resulting spectrum depends on its location relative to zero optical
path difference (ZPD). A glitch at a particular value of OPD, xglitch,
will lead to a sinusoidal artefact in the spectral domain with a period
of 1/xglitch.
In order to identify glitches, the pipeline employs an algorithm
which is based on a continuous wavelet transform with a Mexi-
can hat wavelet and subsequent processing for a local regularity
analysis (Orde´novic et al. 2008). The algorithm uses the Ho¨lder ex-
ponent, which describes the local regularity of a function (Struzik
1999), and the analysis of the local maxima of the wavelet trans-
form modulus (Mallat & Hwang 1992). The general assumption
is that the effect of the glitch is similar to that of a Dirac delta
function, although adjustments are made for the case of clipped
glitches. Various parameters can be used to tune the algorithm,
and these have been set conservatively for the standard pipeline
to avoid any distortion of the ZPD region of the interferogram
where the signal is naturally heavily modulated, or locations in the
interferogram where channel fringes are present (Naylor, Schultz
& Clark 1988). The conservative parameter settings adopted means
that some glitches will be missed. However, second level deglitching
(Section 3.3.2) identifies and removes glitches not identified in the
timeline, ensuring that they do not affect the quality of the Level-2
spectra.
The task proceeds in two stages: the first step detects glitch signa-
tures in the interferogram and the second step locally reconstructs
the signal. Data samples that have been identified as glitches must
be replaced so that the corrected interferograms contain values at
equal increments of OPD.
MNRAS 458, 1977–1989 (2016)
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Figure 4. Example of a glitch in a SDT. (a) Full scan, (b) glitch region.
The detection algorithm parameters are as follows.
(i) The range and interval of wavelet scales used in fitting the
wavelet transform modulus maxima lines. As the range in scales
directly affects the execution time, it is set to keep the number of
elements to a minimum. The pipeline uses a scale minimum of 1,
maximum of 8, and interval of 5.
(ii) The range in Ho¨lder exponent values, which sets the range of
slopes that are interpreted as glitches and so affects the sensitivity
of the detection algorithm. The pipeline uses a minimum of −1.4
and maximum of −0.6.
(iii) The correlation threshold used to enforce a minimum good-
ness of fit to each wavelet transform modulus maxima line. It relates
to the square of the correlation coefficient of the linear fit to each
line. The pipeline uses a value of 0.85. The sensitivity of the glitch
detection algorithm increases for lower values of the threshold.
The glitch detection algorithm makes special accommodation
for clipped glitches as they deviate systematically from the Dirac
shape. The range for the continuous wavelet analysis is restricted
by increasing the minimum scale value by 1.
The reconstruction algorithm used by the standard pipeline adopts
an adaptive method that depends on the size of the glitch. If fewer
than 6 samples after the glitch are affected, a sixth-order polynomial
fit is carried out, otherwise a linear fit is used (LeLeu et al. 2012).
If a glitch is clipped, then the linear fit is used, extended over 10
samples after the glitch peak.
Typically, for high-resolution observations, the glitch detection
algorithm flags about 1 per cent of all data samples as glitches and
corrects them. Even fewer glitches will be identified for observations
in low spectral resolution or bright-source modes (Lu et al. 2014).
3.1.2 Detector non-linearity
The SPIRE bolometers respond linearly to absorbed power only
over a limited range of power, and therefore a correction for non-
linearity is required. The procedure to correct for non-linearity is
similar to that adopted for the SPIRE photometer (see Bendo et al.
2013; Swinyard et al. 2014), with the linearization carried out by
integrating over the inverse bolometer (non-linear) response func-





f (V ) dV , (1)
where S is a measure of the optical load on the detector. This
equation is normalized to the response at the reference voltage, and
approximated using three constants specific to each bolometer, K1,
K2, and K3. The linearized signal is given by (Swinyard et al. 2014)






Note that the value of the reference voltage, V0, does not affect the
final spectrum, which depends only on the modulation of the inter-
ferogram about the baseline and not on its absolute value (Swinyard
et al. 2014). Therefore, V0 was simply set to the mean voltage in
one observation of dark sky.
For the nominal mode of the FTS, the values of K1, K2, and K3
between two limiting voltages, Vmin and Vmax, were calculated using
a bolometer model (Mather 1982; Sudiwala, Griffin & Woodcraft
2002), which is based on the bolometer thermometry measured
in the laboratory, and heat conductance parameters measured in
flight (Nguyen et al. 2004). The K-parameter values, the reference
voltage, and the limiting voltages are stored in a calibration product
which is ingested by the task. However, due to the much larger
dynamic range required for the bright-source mode of the FTS, and
complications associated with de-phasing the analogue amplifier,
the bright mode K-parameters were determined directly from a fit
to observed data (see Lu et al. 2014).1
3.1.3 Clipping correction
A 16-bit analogue-to-digital converter (ADC) is used to digitize
the output of the bolometer signal processing chain (see Swinyard
et al. 2014). The dynamic range of the ADC for each detector is
set inside the electronics by subtracting a constant DC offset level,
which is measured and reset at the beginning of each observation
(except in bright-source mode mapping observations, where it is
reset more frequently). If the measured interferogram is not centred
in the dynamic range, or has very strong modulation, some samples
may lie outside the edges of the dynamic range. Such samples are
referred to as ‘clipped’ and flagged in the mask table attached to the
data as ‘TRUNCATED’ (see Fig. 5).
This clipping is most likely to occur near ZPD, where the mod-
ulation is highest, or at high OPD, in particular for the partially
vignetted detectors at the edge of the array whose interferogram
1 At low detector temperatures, there are also small deviations from the
model in the nominal mode (on the order of ∼0.1 per cent), which may be
corrected empirically in a future version of HIPE.
MNRAS 458, 1977–1989 (2016)
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Figure 5. Example of a clipped SDT. (a) Full scan, (b) clipped region.
baselines have significant curvature. Clipping near ZPD changes
the spectral shape and so the data from that detector should either
be corrected or removed.
The clipping correction task reconstructs the data samples flagged
as ‘TRUNCATED’ using an eighth-order polynomial fit to the sur-
rounding unclipped samples. By default, five data samples on either
side of the clipped region are fitted with the polynomial. In tests
where the interferogram was artificially clipped such that the fourth
lobe from ZPD was affected, the spectrum was corrected to better
than 3 per cent. A level of clipping greater than this is not seen in
normal observations (Polehampton et al. 2011).
If the source brightness changes significantly in mapping obser-
vations between consecutive jiggle positions, however, it is possible
that some detectors may have significantly worse clipping and in
the worst case, the entire interferogram may be truncated. If more
than eight consecutive samples are clipped, or if there does not exist
at least five consecutive unclipped samples on either side of the
clipped sample, then the eighth-order polynomial cannot be used
to reconstruct that portion of the timeline and these samples also
marked as ‘TRUNCATED_UNCORR’ by the task.
The uncorrected samples are removed later in the pipeline at the
‘create interferogram’ stage (Section 3.2). Flagged samples at the
high OPD end of the interferogram are removed, which effectively
reduces the spectral resolution of the scans for that detector. If
there are no unclipped samples left, the entire interferogram (i.e.
one scan) is removed for that detector. If all scans are removed,
the detector no longer appears in the output product. Finally, in the
baseline correction task (Section 3.3.1), any remaining scans with
fewer than 100 samples in the interferogram are removed.
3.1.4 Time domain phase correction
The SPIRE spectrometer detector chain contains a six-pole Bessel
low pass filter (LPF) as well as single-pole RC LPF (Cara 2005).
In addition to the electronic LPFs, the thermal behaviour of the
SPIRE bolometers can be modelled as a simple RC LPF with a
detector-specific time constant, τ .
These two effects may be combined into a single detector transfer
function:
HTotal−i(ω) = HLPF−i(ω) + HThermal−i(ω). (3)
The overall transfer function shown above will affect both the
magnitude and the phase of the signal recorded by the SPIRE de-







This phase, to first order, manifests itself as a time delay of the
recorded signal. This effect is particularly problematic for the scan-
ning mode of the SPIRE spectrometer, where the delay induced by
the electronic and thermal phase can lead to errors in the interpola-
tion of the detector signals (see Section 3.2).
The phase per detector is characterized and used to derive the






The measured detector timelines are corrected by convolution
with the derived PCF:
V4−i(t) = V3−i(t) ⊗ PCFi(t). (6)
3.2 Interferogram creation
The pipeline modules listed to this point describe the operations on
the Level 0.5 timelines of the spectrometer detectors (Fig. 6a). Three
additional Level 0.5 timelines are required for the next step in the
common spectrometer data processing pipeline: the Spectrometer
Mechanism Timeline (SMECT) product (Fig. 6b); the Nominal
Housekeeping Timeline (NHKT) product (Fig. 6c); and the SPIRE
Pointing Timeline (SPP) product (see Fig. 2).
A single building block of a SPIRE spectrometer observation
in scanning mode consists of a series of scans of the spectrome-
ter mechanism (SMEC) while the instrument is pointed at a given
target. The sampling of the SPIRE spectrometer detectors and the
spectrometer mechanism is not synchronized; the two subsystems
are sampled at different rates and at different times. In order to de-
rive the source spectrum from the measured data, the detector signal
timeline must be linked with the position of the SMEC to produce
a signal as a function of OPD, or interferogram. Additionally, the
detector signal timelines are interpolated on to timelines corre-
sponding to equispaced OPD positions, to exploit the fast Fourier
transform (FFT) algorithm. The SPIRE FTS was oversampled by a
factor of 4 for SSW and a factor of 6 for SLW (Naylor et al. 2004).
Thus a third-order spline interpolation was shown to be equal to or
superior to a non-uniform FFT and is used throughout (Naylor et al.
2004). The mean value of the sky position for a detector during a
SMEC scan is assigned to that detector’s interferogram.
The process by which interferograms are created involves two
steps that are described in the following subsections. These steps
MNRAS 458, 1977–1989 (2016)







1982 T. Fulton et al.
Figure 6. Building block timelines. (a) Spectrometer Detector Signal, (b)
spectrometer mechanism, (c) scan counter.
are repeated for all spectrometer detectors, for each scan of the
observation building block. The resulting data product is a Level-1
Spectrometer Detector Interferogram (SDI) product that is made
available to observers.
3.2.1 Interpolation of the SMEC timeline
This step converts the mechanism path difference (MPD) in the
spectrometer mechanism timeline from one that is non-uniform in
position to one that is uniform in position.
(i) Establish a common OPD position vector. This step creates
a common vector of OPD positions that will be the basis of the
interferograms for all of the spectrometer detectors and for all of the
scans in the building block. This common position vector contains
samples that are uniformly spaced in terms of OPD position with
one sample at the position of ZPD.
The step size of the common OPD vector is chosen to match the
sampling rate of the spectrometer detector signal samples. For an
SDT sampling rate s (Hz) and a SMEC scanning speed vSMEC
(cm s−1), the size of the step between consecutive mechanism sam-
ples, MPD (cm), is given by
MPD = vSMEC/s. (7)
This step is then converted such that it is in terms of OPD by the
following relation:
OPD = FLOOR[4MPD], (8)
where FLOOR[] denotes that the step size is rounded down to the
nearest integer in units of μm and the factor of 4 is the nominal
conversion between MPD and OPD for a Mach–Zehnder FTS.
(ii) Map the common OPD position vector to a SMEC position
vector for each spectrometer detector. For each spectrometer de-
tector, this step maps the common OPD positions on to physical
positions in units of mechanical path difference (MPD). This step
involves: a scaling factor, f, that takes into account the step size for a
Mach–Zehnder FTS; and a shifting factor, ZPD, which establishes
the position of zero optical path difference. The final velocity errors
of the scaling factor f are <5 km s−1 with a spread of <7 km s−1
(Swinyard et al. 2010; Hopwood et al. 2014). In order to take into
account variations due to slight misalignments of the interferometer




+ ZPDi . (9)
(iii) Parse the measured SMEC timeline into discrete scans. The
full SMEC timeline, z(tSMEC) is split into a series of discrete time-
lines, zn(tSMEC). Each of the discrete timelines, zn(tSMEC), represents
one spectrometer scan. The delineation of the SMEC timeline is ac-
complished by comparing consecutive SMEC position samples and
finding those samples where the motion of the SMEC mechanism
changes direction.
(iv) Interpolate the measured SMEC timelines on to the mapped
SMEC timelines. On a detector-by-detector and scan-by-scan ba-
sis, the sample times when the spectrometer mechanism reached
the mapped SMEC positions are determined through cubic spline
interpolation. Since, for each detector, there is a 1:1 relationship be-
tween the mapped SMEC positions and the regularly spaced OPD
positions, this step effectively determines the times when the SMEC
reached the regularly spaced OPD positions for each detector:
zn(tSMEC) → MPDn−i(tMPDi ). (10)
3.2.2 Merge the spectrometer detector and the mapped SMEC
timelines
This step combines the signal samples from the timeline of a given
spectrometer detector, V5 − i(ti), with the mapped SMEC timelines.
(i) Interpolation of the SDTs. The spectrometer detector signal
samples are mapped on to the times corresponding to the regular
MPD positions, tMPD − i, using cubic spline interpolation. Since there
MNRAS 458, 1977–1989 (2016)







SPIRE spectrometer pipeline 1983
Figure 7. Spectrometer Detector Interferogram.
Figure 8. Interferogram modification section of the SPIRE spectrometer
building block pipeline.
is a 1:1 relationship between these time samples, tMPD − i, and the
regular MPD positions, MPDi, this interpolation effectively maps,
for each detector, the signal samples to the regularly spaced MPD
positions. Moreover, since there is a 1:1 relationship between the
regular MPD positions for each detector and the common OPD
positions, this step accomplishes the mapping of the signal samples
for each detector to the common OPD positions (x), resulting in the
desired equispaced OPD sampled interferogram (see Fig. 7):
V4−i(ti) → V5−i(tMPDi ) → V5−i(tOPD) ≡ V5−i(x). (11)
(ii) Assign a pointing value to the resultant interferogram. Upon
creation of each interferogram, the pointing timeline for each de-
tector i, Pi(t) is evaluated and its time-averaged value is affixed to
each spectrometer detector for each interferogram in the building
block.
3.3 Interferogram modification
The pipeline modules described in this section perform operations
on the interferograms. Each of the processing steps contained in
this processing block accepts an SDI product as input and deliver
an SDI product as output (see Fig. 8).
3.3.1 Baseline correction
The radiant power incident on each SPIRE spectrometer detector
can be separated into two components: a component that is constant
as a function of OPD, and a component that is modulated as a
function of OPD. As the first baseline term does not contain relevant
spectral information, it may be removed without affecting the source
spectrum. Frequency components outside of the optical passband
can also be removed from the second term.
The baseline correction algorithm evaluates and removes the off-
set portion of the measured interferograms, V5 − i(x), on a detector-
by-detector, and scan-by-scan, basis. The baseline of each interfer-
ogram, VBaseline − i(x), is taken as that portion of the interferogram
whose Fourier components correspond to frequencies lower than
119.92 GHz (4 cm−1). This boxcar filter cut-off frequency was cho-







The baseline is subtracted from the input interferogram to derive
the corrected interferogram:
V6−i(x) = V5−i(x) − VBaseline−i(x). (13)
3.3.2 Second-level deglitching
The second-level deglitching step is responsible for identifying and
correcting any glitches that are not corrected by first-level deglitch-
ing (Section 3.1.1). This step relies on the principle that repeated
FTS measurements of the same astronomical source should not de-
viate from one another beyond random noise. Glitches may then be
identified for each spectrometer detector as those that, for a given
OPD position, deviate by a given threshold from corresponding
samples, taken at the same OPD, from all other scans in the same
building block.
Based on a combination of pre-launch and performance veri-
fication phase data (Davis-Imhof et al. 2008), the most effective
statistical metric found for identifying second-level glitches is the
windowed median absolute deviation (MAD) algorithm. For a given
detector, this algorithm first computes the standard deviation at each
OPD position from all of the measured interferograms. A given
OPD position, x, is then considered to contain a glitch if the stan-
dard deviation2 within a window of neighbouring samples, w, is d
× 1.4826 × MADw , where d is a pre-determined threshold
∂V6−i(xk) − MEDIANw (∂V6−i(xk))





∂V6−i(xk− w−12 ),K,∂V6−i(xk+ w−12 )
)
. (15)
The samples that are identified as outliers are replaced. Each
outlier is replaced by the average of the other corresponding samples






2 For Gaussian-like distribution the standard deviation is 1.4826 ×MAD.
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This deglitching method relies on a statistical analysis of the mea-
sured interferograms and requires at least four interferograms (two
forward and two reverse spectrometer scans) per building block. All
observations conducted with the SPIRE FTS meet this criterion.
3.3.3 Phase correction
The presence of dispersive elements and the possibility of the po-
sition of ZPD not being sampled can result in an interferogram
for which the signal samples are not symmetric about ZPD. The
resulting phase can be expressed as
φexp−i(ν) = φNonLin−i(ν) + φLin−i(ν) + φRandom−i(ν), (17)
where φNonLin − i(ν) is a non-linear phase that represents the ef-
fects of the dispersive elements, φLin − i(ν) is a linear phase that
results from not sampling the position of zero path difference, and
φRandom − i(ν) represents any phase due to noise.
The non-linear and linear phase terms are derived per scan di-
rection, on a detector-by-detector basis, from the phases of all the
low-resolution portions of the average interferogram for the obser-
vation. The non-linear phase and linear phase terms are removed
from the measured interferograms in the spectral domain as follows.
Transform to the spectral domain. The Fourier transform is ap-
plied to each measured interferogram, V7 − n − i(x), and also to the
average interferograms, V7−n−i(x). In order to ensure that the spec-
tral sampling intervals of the transformed interferogram and the
calibrated phase are the same, zero-padding (see Section 3.4.1) is
applied prior to transformation:



















Correct the transformed interferogram. The spectrum of the mea-
sured interferogram is corrected by way of multiplication with the
negative of the non-linear phase,
V8−n−i(ν) = V7−n−i(ν) e−iφNonLin−i (ν). (20)
Derive the linear phase. The φLin − n − i(ν) term is derived from a
linear fit of the remaining phase of each of the corrected spectra:
φLin−n−i(ν) = φfit−n−i(ν) = ai + biν. (21)
Correct the transformed interferogram. The spectrum of the mea-
sured interferogram is further corrected by way of multiplication
with the negative of the linear phase:
V8−n−i(ν) = V7−n−i(ν) e−iφLin−i (ν). (22)
Apply the inverse transform to the corrected spectrum. The
inverse Fourier transform is applied to the corrected spectrum,
V8 − n − i(ν), to create the corrected interferogram, V8 − n − i(x):
V8−n−i(x) = FT−1 [V8−n−i(ν)] . (23)
3.4 Spectrum creation
At this point in the spectrometer pipeline, the interferograms have
been subject to comprehensive corrections. The Fourier transform is
now applied to the interferograms for each detector, Vn − m − i(x), in
order to convert them into spectra, Vn − m − i(ν). Further corrections
are then applied in the spectral domain.
3.4.1 Fourier transform
The Fourier transform module transforms the set of corrected inter-
ferograms into a set of spectra. Double-sided transform. The low-
resolution AOTs (SPIRE Handbook 2016) produce double-sided
interferograms. In these cases, each interferogram in the SDI is ex-





] = ∫ L
−L
V8−i(x)e−i2πνxdx. (24)
The discrete Fourier transform that is used to compute the spectral




V8−i(xn)e−i 2πnkN . (25)
Single-sided transform. The high-resolution AOT (SPIRE Hand-
book 2016) produces single-sided interferograms the samples of
which are asymmetric with respect to the position of ZPD. The
spectra computed from the high-resolution observations are derived
from the interferogram samples for which positions are greater than




] = ∫ L
0
V8−i(x) cos 2πνxdx. (26)
The Discrete Fourier transform that is used to compute the spec-











Frequency grid. In the case of both the single-sided and double-
sided transforms the wavenumber grid on to which the spec-
trum is registered is calculated from the interferogram sampling
rate (OPD) and the maximum OPD, L. The Nyquist frequency
(νNyquist) is the highest frequency that can be unambiguously be
encoded in a discretely sampled system and is given by
νNyquist = 12OPD × 10
−7c. (28)
The spacing between independent spectral samples (ν) is given
by
νNyquist = 12L × 10
−7c. (29)
Interferogram padding. The spacing between spectral samples
can be modified by padding the interferogram with zeros, a pro-
cess sometimes known as zero infilling. This procedure allows for
an easier comparison of the spectra derived from observations at
different spectral resolutions. In this case, a zero-padded interfero-
gram, V9 − ZP − i(x), is given by
V9−ZP−i(x) = V8−i(x)|L0 , 0|L<x<LZP . (30)
The corresponding spectral sampling interval is given by
νZP = 12LZP × 10
−7c, (31)
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Table 3. Spectral sampling intervals for two SPIRE spectral resolution
observing options.
Spectral Sampling Nyquist Padded Spectral
resolution interval frequency scan length sampling
(OPD) (μm) (GHz) (OPD) (cm) interval (GHz)
Low 25 5995.85 2.0 7.495
High 25 5995.85 50.0 0.299
Figure 9. Initial spectrometer detector spectrum.
The SPIRE spectrometer AOTs (SPIRE Handbook 2016) pro-
vided two spectral resolution options. The lengths to which the
interferograms are padded and the resultant spectral sampling in-
tervals for each of the resolutions are shown in Table 3.
3.5 Spectrum modification
The pipeline modules in this section describe how to process the
spectrometer detector spectra that were created in the ‘Fourier trans-
form’ step (see Figs 9 and 10). The end result of these processing
steps will be a Level-2 SDS product that contains a single, flux-
calibrated, average spectrum for each spectrometer detector, Ii(ν).
3.5.1 Remove out of band flux
This processing step removes, from each of the computed spectra,
components corresponding to out of band frequencies. The lower
and upper limits of the spectral passbands (νmin and νmax) were
determined from performance verification data for each detector
and are provided by a calibration product,
V10−n−i(ν) = V9−n−i(ν)|νmax−iνmin−i . (33)
The equation for the total intensity of the radiation incident upon the
spectrometer detectors shows that, in addition to radiation from the
astronomical source, the detectors record a modulated signal from
the Herschel telescope, and a modulated signal arising from the
emission of spectrometer instrument. The spectrum, V10 − n − i(ν),
for each detector i and SMEC scan n, can be expressed as
V10−n−i(ν) = V10−Source−n−i(ν) + V10−Telescope−n−i(ν)
+V10−Instrument−n−i(ν). (34)
Figure 10. Spectral modification section of the SPIRE spectrometer build-
ing block pipeline.
3.5.2 Instrument correction
This processing module removes the contribution from the SPIRE
instrument from each of the measured spectra. For each SMEC scan
of the building block n, the contribution due to the SPIRE instrument
is characterized as the product of a blackbody function at the mean
recorded SCAL temperature for that scan, TSCAL, and the Instrument
Relative Spectral Response Function (RSRF), RSRFInstrument(ν), for
that detector:
VInstrument−n−i(ν) = B(TSCAL, ν)RSRFi−Instrument(ν), (35)
V11−n−i(ν) = V10−n−i(ν) − V10−Instrument−n−i(ν). (36)
3.5.3 Extended source spectral response correction
The response of the SPIRE spectrometer detector subsystem de-
pends on the wavelength and on the spatial extent of the source
being studied. In other words, the response to point-like astronom-
ical sources differs from that of extended sources that fill the de-
tector’s field of view, as confirmed by in-flight observations. This
module performs two functions simultaneously: it removes from
the measured spectrum of each detector in the input SDS product
the RSRF for that particular detector; and it converts the spectral
intensities from units of V GHz−1 to brightness quantities with units
of W m−2 sr−1 Hz−1. At this stage the extended source correction is
applied. The intensity is derived as
I12−i(ν) = V11−i(ν)RSRFi−Telescope(ν) , (37)
which can be expressed as
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The extended source RSRF correction and flux conversion curves,
RSRFi − Telescope(ν), are derived from multiple calibration observa-
tions of a dark sky region and a thermal model of the emission
expected from the primary and secondary mirrors of the Herschel
telescope (Fulton et al. 2014).
3.5.4 Herschel telescope correction
This module applies a correction for the contribution to the mea-
sured signal from the Herschel telescope itself. As a reminder, the
measured spectra at this point in the processing pipeline I12 − i(ν),
for each detector i, may be expressed as
I12−i(ν) = I12−Source−i(ν) + I12−Telescope−i(ν). (39)
The method employed to correct for emission from the Herschel
telescope is to subtract from the measured spectrum for each detec-
tor, I12 − i(ν), a model of the spectrum, ITelescopeModel − i(ν), which is
given by
ITelescopeModel−i(ν) = (1 − Tel(ν)) Tel(ν)ECorrB(TM1, ν)
+ Tel(ν)B(TM2, ν), (40)
where TM1 and TM2 represent the mean of the mean temperatures
of the Herschel telescope’s nine M1 and three M2 thermometers
over the course of the observation building block, B(T, ν) is the
Planck function, Tel(ν) refers to the emissivity of the dusty Herschel
telescope mirrors M1 and M2 (Fischer et al. 2004), and ECorr is
an operational-day-dependent correction factor to account for the
changing emissivity of the mirror M1 (Hopwood et al. 2014). The
resultant spectra are given by
I13−i(ν) = I12−i(ν) − I12−TelescopeModel−i(ν)
= I12−Source−i(ν) + I12−Telescope−i(ν)
− I12−TelescopeModel−i(ν). (41)
3.5.5 Extended source calibration
I13 − i(ν), as given in equation (41), does not include the far-field
feedhorn efficiency correction ηff. This correction is of the order
of 0.65–0.70 for SSW and from 0.45 to 0.75 for SLW (Wu et al.
2013). Applying ηff to I13 − i(ν) gives the correct extended source
calibrated intensity:
I13−EXT−i(ν) = I13−i(ν)/ηff . (42)
Note that this correction was not applied before HIPE version 14
of the pipeline. Consequently, prior to HIPE 14, all the intensities,
including those in spectral maps, are significantly underestimated by
ηff. Once the correction is applied, comparing synthetic photometry
from I13 − EXT − i(ν) for fully extended and spatially flat sources to
the broad-band intensities from SPIRE photometer extended source
calibrated maps, matches at a level of 3–5 per cent (for more details
see Valtchanov et al., in preparation). ηff was measured in a lab
using a feedhorn and a laser, although only for SLW (Chattopadhaya
et al. 2003). The uncertainty of the measurement is 3 per cent and
considering the better behaved beam in SSW, we conservatively
assume the same uncertainty for the short-wavelength array. Hence
the overall extended calibration uncertainty, including ηff, the
telescope model uncertainty of 0.06 per cent (see Swinyard et al.
2014), and the 1 per cent statistical repeatability, is <4 per cent for
fully extended sources.
Figure 11. Level 2 Spectra. (a) Extended-source calibrated, (b) point-
source calibrated.
4 L E V E L - 2 SP E C T R A L P RO D U C T S
The final phase of the SPIRE spectrometer pipelines involves opera-
tions that modify the SDS products produced by the building block
pipeline to create a set of Level-2 spectral products. The format
and the contents of the Level-2 portion of the observation context
depend on the observation.
(i) Single pointing sparse sampling observations. The Level-2
context contains both extended source calibrated and point source
calibrated spectra (see Fig. 11). The point source calibrated spectra
contain only the unvignetted detectors.
(ii) Mapping observations. The Level-2 context contains both
Spectrum2d products and hyperspectral cubes. In both cases, the
extended source calibration is applied to the individual spectra.
4.1 Single pointing sparse sampling observations
4.1.1 Point source spectral response correction and flux
conversion
In this step, a separate correction for point source observations is
applied, as the correction applied in Section 3.5.3 is appropriate
only for extended sources. In effect, this step applies the inverse
of the extended source RSRF and then divides the input spectra by
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a frequency-dependent RSRF applicable to point-like astronomical
sources:
I14−i(ν) = I13−i(ν) RSRFTelescope−i(ν) fPoint−i(ν)RSRFPoint−i(ν) . (43)
The conversion curves, fPoint − i(ν)/RSRFPoint − i(ν), are derived from
the results of an observation of Uranus and a model of its brightness
(ESA-4 models; Orton et al. 2014).
4.1.2 Low-resolution correction
Observations made in low-resolution mode require an additional
empirical correction to account for differences with the high-
resolution mode, on which all other calibration steps in the pipeline
are based (Swinyard et al. 2014). The low-resolution correction con-
sists of applying a detector-dependent empirically derived (Marchili
et al., in preparation) calibration curve to minimize the frequency-
dependent artefacts in low-resolution spectra. This correction ap-
plies only to point source calibrated data and only for the detectors
in the SLW band.
4.1.3 Apodization
The natural instrument line shape (ILS) for a Fourier transform
spectrometer is a cardinal sine, or sinc function. If the source signal
contains features at or near the resolution of the spectrometer, the
ILS can introduce secondary maxima in the spectra. The apodization
functions available within this module may be used to reduce these
secondary maxima at the cost of degrading the spectral resolution.
While the default apodization function chosen for the standard pro-
cessing pipeline is the Hanning (Blackman & Tukey 1959) function,
a number of apodizing functions that allow for an optimal trade-off
between reduction in the secondary maxima and reduced resolution
(Naylor & Tahic 2007) are available for use in interactive process-
ing. Apodization is performed on a detector-by-detector and on a
scan-by-scan basis by convolution of the input spectra, In − 14 − i(ν),
with the Fourier transform of a tapering or apodizing function:
I14−A−i(ν) = I14−A−i(ν) ⊗ FT
[
Hanning(x)] . (44)
The results of this processing step are two Level-2 SDS products
(see Fig. 10) that are available to observers – the standard product
where no apodization has been applied and one where the default
apodization function has been applied.
4.1.4 Radial velocity correction
This step uses the radial velocity of the Herschel telescope to correct
the frequency axis to the kinematical local standard of rest (LSR).
This is accomplished in two steps.
(i) Compute the LSR frequencies. This step uses the Herschel
satellite velocity, accurate to 1.2 cm s−1 for the determined veloc-
ity and to 3.6 cm s−1 for the predicted velocity (Herschel Flight
Control Team 2014), to compute a set of LSR frequencies for each
spectrum:
ν14−n−i−LSR = ν14−n−i/(1 − vHerschel/c). (45)
(ii) Interpolate the spectral flux on to the original frequency grid.
This step ensures that the spectra are always sampled on to the
same frequency grid, allowing easier observation-to-observation
comparison:
I14−n−i(ν14−n−i−LSR) → I14−n−i−LSR(ν14−n−i) ≡ I14−n−i(ν14−n−i).
(46)
4.1.5 Spectral averaging
This module computes, on a frequency-by-frequency (νk) basis for
each spectrometer detector, i, the weighted average of the spectral






The weighting factors, wn(νk), in this equation are taken as the
number of scans used to compute each element In − 12 − i(νk) and
are normally set to 1. In addition, this module computes, on a
frequency-by-frequency basis for each spectrometer detector, the
uncertainty in the spectral average. The uncertainty is calculated as

























When the weighting factors are equal to 1, equations (47) and (48)
reduce to the unweighted mean and standard error on the mean
(standard deviation divided by root N).
The sky position for spectrum in the output product is computed
as the average of the right ascension (RA) and declination (Dec.) of
each spectrum for the given detector.
4.2 Mapping observations
4.2.1 Spatial regridding
The SPIRE FTS detector arrays are arranged in a hexagonal, close
packed, configuration, as shown in Fig. 1. Observations made with
sparse sampling are treated by the pipeline as individual spectra.
However, intermediate and fully sampled observations, and obser-
vations made in raster mode, are treated as maps and in the final
step they are projected on to a rectangular sky grid to produce a
hyperspectral cube.
The first step in creating a regularly gridded hyperspectral cube is
to collect the individual spectra from each detector, jiggle position
and raster point into a single list. The format of this product is a
two-dimensional list of spectra, with additional columns containing
the sky position, and other relevant information such as detector
name and spectral resolution achieved.
The second step is to define the coordinate system for the regu-
larly sampled spectral cube such that it covers all of the observed
sky positions. The coordinate system is specified using the FITS
World Coordinate System (WCS; Greisen & Calabretta 2002) with
the frequency grid specified as a third axis (Greisen et al. 2006).
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Figure 12. Level 2 spectral cubes. (a) SLW cube, (b) SSW cube.
A tangential projection is used with equatorial RA and Dec. refer-
enced to the J2000 equinox (see Calabretta & Greisen 2002). The
regularly spaced frequency axis has already been referenced to the
LSRk frame by the radial velocity correction task (Section 4.1.4).
The WCS reference coordinates are set to the average RA/Dec. by
summing the vectors of the sky position of each spectrum. The size
of the spatial grid is then determined to be the minimum necessary
to encompass all of the observed points using the pixel sizes given in
Table 2. The reference coordinates always correspond to the centre
of a pixel.
4.2.2 Hyperspectral cubes
The final step in producing the hyperspectral cubes is to project the
2D list of spectra into the target spatial grid. The Standard Product
Generation for mapping observations provides two sets of spectral
cube products in the Level-2 context. One set is produced using the
naı¨ve projection method (the same algorithm used to map SPIRE
photometer observations; Bendo et al. 2013) and the other with
a convolution projection, which takes into account the FTS beam
variation with frequency, assuming a Gaussian beam. For each set
there are separate cubes for the SLW and SSW spectrometer detector
arrays (see Fig. 12), and for each cube there is a second version for
which the standard apodization function has been applied.
The naı¨ve projection algorithm computes the brightness and un-
certainty in a given map pixel as the mean and standard error of
the mean of all spectral samples within that pixel, respectively. The
spectra are averaged with the same spectral averaging described by
equations (47) and (48). The map pixel value is set to NAN (not a
number) if no spectra were observed within that pixel. The naı¨ve
projection task iterates through all spectral bins and applies the map-
ping algorithm for each slice independently, using the same WCS
for each. A coverage map is also computed by the task, giving the
number of samples used to compute the flux and uncertainty values.
Because of the two dead bolometers in the first and second ring
of SSW (SPIRE Handbook 2016), the coverage for spectral maps
produced with the naı¨ve projection may have empty pixels close
to the map centre (e.g. see the SSW cube in Fig. 12). There are
no such empty pixels for the convolution gridded cubes, as each
pixel is the weighted sum of all spectra being projected, as shown
in Fig. 13. The convolution method computes a weighted error map
and a coverage map of the weighted contribution for all spectra.
5 SU M M A RY
We have presented an overview of the data processing pipeline for
the SPIRE Imaging Fourier transform spectrometer on the Herschel
Space Observatory. The data processing modules that are used
Figure 13. The spectral cube slice for IRAS 16293 (ObsID: 1342204898)
at 1244 GHz (SSW array). The blue circles of 9.5-arcsec radius are the SSW
detectors positions at one of the 16 jiggle positions (full spatial resolution
mode). The sky position of each individual spectrum (red crosses) are also
shown: these individual spectra are binned on a sky grid to produce the cube
using the convolution or naı¨ve projection method.
and the manner by which they are combined within the pipeline
have been described. The Level-0.5 and Level-1 building block
data products as well as the Level-2 spectral products for the SPIRE
astronomical observation templates have been presented.
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